® DC fans with electronically commu-
tated external rotor motors. Fully inte-
grated commutation electronics.

® With electronic protection against re-
verse polarity and blocking.
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® Air exhaust over struts. Rotational
direction CW looking at rotor.

@ Electrical connection via 2 leads AWG
24, TR 64. Stripped and tinned ends.

® Mass 85 g.

® Fan of fibreglass reinforced plastic.
PBTP housing, PA impeller.
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M EGAFAN

THE NEW FAN GENERATION

® DC fans with electronically commu-
tated external rotor motors. Fully inte-
grated commutation electronics.

® With electronic protection against re-
verse polarity, blocking and overloading
by PTC-resistor; partially impendance
protected.

SERIES 8400N VARIOFAN
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® Fan of fibreglass reinforced plastic.
PBTP housing, PA impeller.

® Air exhaust over struts. Rotational
direction CCW looking at rotor.

® Electrical connection via leads AWG
24, TR 64. Stripped and tinned ends.

® Mass 95 g.
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The temperature sensor for controlling the motor

speed is not included in delivery.
Temperature sensor LZ 370 see accessories.
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M EGAFAN

THE NEW FAN GENERATION

® DC fans with electronically commu-
tated external rotor motors. Fully inte-
grated commutation electronics.

® With electronic protection against re-
verse polarity, blocking and overloading;
partially impedance protected.

SERIES 3400N VARIOFAN
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® Fan of fibreglass reinforced plastic.
PBTP housing, PA impeller.

® Air exhaust over struts. Rotational
direction CCW looking at rotor.

® FElectrical connection via leads AWG
24, TR 64. Stripped and tinned ends

® Mass 100 g.
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® DC fans with electronically commu-
tated external rotor motors. Fully inte-
grated commutation electronics.

® With electronic protection against re-
verse polarity, blocking and overloading

CoolPou/ar

o | o n 3

® Fan of fibreglass reinforced plastic.
PBTP housing, PA impeller.

® Air exhaust over struts. Rotational
direction CW looking at rotor.

® Electrical connection via 3 leads AWG

22, TR 64. Stripped and tinned ends
® Mass 220 g.

by PTC-resistor; partially impedance
protected.

SERIES 4300 VARIOFAN 119x119x32mm
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® DC fans with electronically commu-
tated external rotor motors. Fully inte-
grated commutation electronics. With
electronic protection against reverse
polarity and blocking; electronic motor
current limitation in the start-up phase
and when rotor is blocked.
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® Metal fan housing, impeller of fibre-
glass reinforced plastic PA.

® Air exhaust over struts. Rotational
direction CCW looking at rotor.

® Electrical connection via 2 flat pins
3 x 0.5 mm. Housing with ground lug
and screw M4 x 8 (TORX).

® Mass 780 g.
SERIES 6200 N 172@x51 mm
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® DC fans with electronically commu-
tated external rotor motors. Fully inte-
grated commutation electronics. With
electronic protection against reverse
polarity and blocking; electronic motor
current limitation in the start-up phase
and when rotor is blocked.
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® Metal fan housing, impeller of fibre-
glass reinforced plastic PA.

® Air exhaust over struts. Rotational
direction CCW looking at rotor.

® Electrical connection via 2 flat pins
3 x 0.5 mm. Housing with ground lug
and screw M4 x 8 (TORX).

® Mass 760 g.
SERIES 6400 172@x51mm
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